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Instant Axess 
Instant Axess products are easily fitted into any LAN or corporate network and provide on-line management of doors and 
users. This is delivered from a secure server at www.InstantAxess.com 

 

INSTANT AXESS DESCRIPTION PART 
CODE

 
Instant Axess 2 Door Controller - 2 Wiegand interfaces, 2 RTE inputs, 2 relays, 
1 ethernet interface, includes 12V PSU (lead to lead). Up to 8,000 tags/cards 
per door.

K2125

 Instant Axess Demo Unit - 2 Door Controller with Wiegand reader mounted on 
the lid, DC power jack socket and PSU. K2126

 Document Axess Annual Account Charge - provides the multi-user account and 
100GB of space for document storage. K1925

 Document Axess Tagholder Monthly Charge - provides the data bandwidth for 
each tagholder in a Document Axess Account K1926

 Access10 - Instant Axess Account Charge per Annum. Includes access control 
software which can accept up to 10 controllers. K1920

 Access25 - Instant Axess Account Charge per Annum. Includes access control 
software which can accept up to 25 controllers. K1921

 Access50 - Instant Axess Account Charge per Annum. Includes access control 
software which can accept up to 50 controllers. K1922

 Access100 - Instant Axess Account Charge per Annum. Includes access 
control software which can accept up to 100 controllers. K1923

 
TnA10 - Instant Axess Account Charge per Annum. Includes access control 
software, Time and Attendance software and Rostering software which can 
accept up to 10 controllers.

K1930

 
TnA25 - Instant Axess Account Charge per Annum. Includes access control 
software, Time and Attendance software and Rostering software which can 
accept up to 25 controllers.

K1931

 
TnA100 - Instant Axess Account Charge per Annum. Includes access control 
software, Time and Attendance software and Rostering software which can 
accept up to 100 controllers.

K1933

 Instant Axess Controller Monthly Data Service Charge and Non-Abuse 
Extended Hardware Warranty. K1940

 Enhanced Account Software Annual Charge, provides tailored database and 
membership intelligence applications. K1927

 

Instant Axess Site Server 100-10 - Door Controllers 100, User Accounts 10. 
Dual Hard Disc, Automatic Backup, 100Mbit Ethernet, Encrypted Web 
Management Suite, Multi-User, Multi-Level Access. Requires 100Mbit Ethernet 
Link, Fixed IP Address.

K1950

For applications where a larger number of controlle rs are required up to the system maximum of 100,000  please contact LookC Ltd sales directly. 
LookC also provide bespoke systems for use on priva te networks or VPN. 

Access Control Components 
 

ACCESS CONTROL COMPONENTS DESCRIPTION PART 
CODE

Stainless Steel Access Control Reader, can be used externally or internally. 
Wiegand interface, max cable distance to controller 50m. Cable type 8-core 
alarm cable.

K2130

 Slimline Stainless Steel Access Control Reader, can be used externally or 
internally on the door frame. Wiegand interface, max cable distance to 

K2131



controller 50m. Cable type 8-core alarm cable. Size 135x40x25mm

 
ABS White Plastic Access Control Reader, can be used externally or internally. 
Wiegand interface, max cable distance to controller 50m. Cable type 8-core 
alarm cable.

K2132

 
Slimline ABS White Plastic Access Control Reader, can be used externally or 
internally on the door frame. Wiegand interface, max cable distance to 
controller 50m. Cable type 8-core alarm cable. Size 135x40x25mm.

K2133

 Access Control Proximity ISO blank white cards. Credit Card Size. Pack of 10. K2110

 Access Control Proximity Clamshell white cards. Credit Card Size. Pack of 10. K2116

Access Control Proximity key-fobs. Pack of 10. K2111

Small stainless push to exit, flush mount, single gang. K2027

Green Dome push to exit, flush mount, single gang. K2025

4" Large stainless push to exit with surface back box. K2026

300Kg fail open magnetic lock complete with Z and L mounting kits. K2112



12V fail open, mortice lock or 'Rim Lock' suitable for Yale type locks. This lock 
is secure when 12V is applied to the input terminals. K2114

 12VDC 2A Power supply. Wall mounted in steel enclosure with indicator LED's. K2113

Green Break Glass emergency door release. K2028

 Intercom with Internal handset, External aluminium Door Station and PSU. Can 
be extended with Door stations to a central point K2029

 Additional door station for K2029 also requires K2031 K2030

 Switcher for additional handset K2030 K2031

 Additional PSU for 3 or more door stations K2032

 3 Amp metal cased PSU 12/240v K2115

 Slimline Keypad 100 users, 2 relays, S/Steel Internal/External use K2033

 2 Button Telecomms Door Entry System - Will call 2 seperate phone numbers K2001

 
ISO RFID cards with bespoke artwork and individual serial number. Minimum 
quantity 1000 units. Special conditions apply, orders cannot be cancelled for 
this item.

K2210

 Round 30mm x 2mm ABS Proximity Tags 3mm hole. K2211

 2 Part Spacer for Round ABS Proximity Tag. Lower Part 30mm X 20mm with 
4mm Hole, Upper Part 30mm X 8mm with 4mm Hole. K2212

All components in this section are compatible with Instant Axess and Viditag controllers. 

LookC 4X4 Turbo 500Gb Hard Drive 



 

LOOKC 4X4 TURBO 500GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 Turbo - no monitor, single 500Gb hard disc, 56 days K8100

 LookC 4x4 Turbo - 17" TFT monitor, single 500Gb hard disc, 56 days K8103

 LookC 4x4 Turbo - 15" Touchscreen TFT monitor, single 500Gb hard disc, 56 
days K8108

 LookC 4x4 Turbo - 19" TFT monitor, single 500Gb hard disc, 56 days K8104

 LookC 4x4 Turbo - 17" Touchscreen TFT monitor, single 500Gb hard disc, 56 
days K8105

LookC 4X4 Turbo 750Gb Hard Drive 
 

LOOKC 4X4 TURBO 750GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 Turbo - no monitor, single 750Gb hard disc, 84 days K8200

 LookC 4x4 Turbo - 17" TFT monitor, single 750Gb hard disc, 84 days K8203

 LookC 4x4 Turbo - 15" Touchscreen TFT monitor, single 750Gb hard disc, 84 
days K8208

 LookC 4x4 Turbo - 19" TFT monitor, single 750Gb hard disc, 84 days K8204

 LookC 4x4 Turbo - 17" Touchscreen TFT monitor, single 750Gb hard disc, 84 
days K8205

LookC 4X4 Turbo 1Tb Hard Drive 
 

LOOKC 4X4 TURBO 1TB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 Turbo - no monitor, single 1Tb hard disc, 112 days K8300

 LookC 4x4 Turbo - 17" TFT monitor, single 1Tb hard disc, 112 days K8303

 LookC 4x4 Turbo - 15" Touchscreen TFT monitor, single 1Tb hard disc, 112 
days K8308

 LookC 4x4 Turbo - 19" TFT monitor, single 1Tb hard disc, 112 days K8304

 LookC 4x4 Turbo - 17" Touchscreen TFT monitor, single 1Tb hard disc, 112 
days K8305

LookC 4x4 250Gb Hard Drive 
The LookC 4x4 is the most popular LookC system ever. It combines 
an easy to use local monitor viewer with straightforward controls to 
review recorded footage, burn footage to the inbuilt CD Recorder 
and change the configuration. 
 
The LookC 4x4 has 4 camera inputs as standard and this can be 
expanded to 16 using four Quad Exteneders. The Quad Extenders 
turn a single four frame per second channel in to four one frame per 
second channels. 
 
The LookC comes pre-configured for four cameras and you can 
connect it and be recording in seconds. 
 
As with the larger LookC Pro IX systems the LookC 4x4 signs every 
image using it own unique private key. This signature is printed in the 
field of view at the bottom of every image. This means that you can 
use the images in court as you can prove that the images were 
written by a particular server and have not been altered since being 
recorded. 
 
The LookC 4x4 is also a fully functioning web server with SSL 
encryption so it can be used with confidence on an ADSL line and 
accessed from any web browser anywhere in the world. 
 
Case Dimensions 410x325x105. 

 



LOOKC 4X4 250GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 - no monitor, single 250Gb hard disc, 28 days K5800

 LookC 4x4 - 17" CRT monitor, single 250Gb hard disc, 28 days K5801

 LookC 4x4 - 15" Touchscreen TFT monitor, single 250Gb hard disc, 28 days K5808

 LookC 4x4 - 17" TFT monitor, single 250Gb hard disc, 28 days K5803

 LookC 4x4 - 17" Touchscreen TFT monitor, single 250Gb hard disc, 28 days K5805

 LookC 4x4 - 19" TFT monitor, single 250Gb hard disc, 28 days K5804

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x4 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC 4X4 320Gb Hard Drive 
 

LOOKC 4X4 320GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 - no monitor, single 320Gb hard disc, 35 days K5100

 LookC 4x4 - 17" CRT monitor, single 320Gb hard disc, 35 days K5101

 LookC 4x4 - 15" Touchscreen TFT monitor, single 320Gb hard disc, 35 days K5108

 LookC 4x4 - 17" TFT monitor, single 320Gb hard disc, 35 days K5103

 LookC 4x4 - 17" Touchscreen TFT monitor, single 320Gb hard disc, 35 days K5105

 LookC 4x4 - 19" TFT monitor, single 320Gb hard disc, 35 days K5104

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x4 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC 4X4 500Gb Hard Drive 
 

LOOKC 4X4 500GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 - no monitor, single 500Gb hard disc, 56 days K5200

 LookC 4x4 - 17" CRT monitor, single 500Gb hard disc, 56 days K5201

 LookC 4x4 - 15" Touchscreen TFT monitor, single 500Gb hard disc, 56 days K5208

 LookC 4x4 - 17" TFT monitor, single 500Gb hard disc, 56 days K5203

 LookC 4x4 - 17" Touchscreen TFT monitor, single 500Gb hard disc, 56 days K5205

 LookC 4x4 - 19" TFT monitor, single 500Gb hard disc, 56 days K5204

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x4 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC 4X4 750Gb Hard Drive 
 

LOOKC 4X4 750GB HARD DRIVE DESCRIPTION PART 
CODE

 LookC 4x4 - no monitor, single 750Gb hard disc, 84 days K5300

 LookC 4x4 - 17" CRT monitor, single 750Gb hard disc, 84 days K5301

 LookC 4x4 - 15" Touchscreen TFT monitor, single 750Gb hard disc, 84 days K5308

 LookC 4x4 - 17" TFT monitor, single 750Gb hard disc, 84 days K5303

 LookC 4x4 - 17" Touchscreen TFT monitor, single 750Gb hard disc, 84 days K5305

 LookC 4x4 - 19" TFT monitor, single 750Gb hard disc, 84 days K5304

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x4 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 



LookC 4X4 Accessories 
 

LOOKC 4X4 ACCESSORIES DESCRIPTION PART 
CODE

LookC 4x4 Quad Extender - allows four cameras to be plugged into a single 
LookC 4x4 channel. Requires v3.08 software revision or higher, software 
update CD's are available.

K5812

 
LookC 4x4 15" Touchscreen TFT Upgrade - Plug in replacement monitor and 
software for existing monitor. LookC 4x4 serial number must be supplied with 
order.

K5907

LookC 4x4 External Patch Panel - allows four video inputs and four trigger 
inputs to be connected to one LookC 4x4 channel. K5818

 LookC 4x4 PTZ Software Plugin to control BBV TX1000 controller. Serial 
comms lead included. K7123

 Intelligent Video Analysis Plugin - People Counting Toolbox K5870

 
LookC 4x4 EPOS software plugin, to acquire data from ECR's and EPOS 
systems and store in extened database with video data. 
(Does not include K5817 for serial Tills)

K5816

LookC 4x4 Serial to IP converter for use with LookC 4x4 EPOS K5817

 Geller APDVEC1 Serial Vectron Pos Mini Adapter. Converts the Geller/Vectron 
RJ45 connection from the ECR to a standard 9 pin serial D type. K5819

LookC 4X4 Turbo Rackmount 
 



LOOKC 4X4 TURBO RACKMOUNT DESCRIPTION PART 
CODE

 LookC 4x4 Turbo - 19 inch Rack Mount version, no monitor, single drive 1Tb, 
112 days. K5650

 LookC 4x4 Turbo - 19 inch Rack Mount version, no monitor, multi drive 2Tb, 
224 days. K5651

 LookC 4x4 Turbo - 19 inch Rack Mount version, no monitor, multi drive 3Tb, 
336 days. K5652

LookC 4X4 Rackmount 
 

LOOKC 4X4 RACKMOUNT DESCRIPTION PART 
CODE

LookC 4x4 - 19 inch Rack Mount version, no monitor, single 250Gb hard disc, 
28 days. K5821

 LookC 4x4 - 19 inch Rack Mount version, no monitor, single 320Gb hard disc, 
36 days. K5822

 LookC 4x4 - 19 inch Rack Mount version, no monitor, single 500Gb hard disc, 
56 days. K5831

 LookC 4x4 - 19 inch Rack Mount version, no monitor, single 750Gb hard disc, 
84 days. K5841

 LookC 4x4 - 19 inch Rack Mount version, no monitor, multi drive 1Tb, 112 
days. K5832

 LookC 4x4 - 19 inch Rack Mount version, no monitor, multi drive 1.5Tb, 168 
days. K5842

 LookC 4x4 - 19 inch Rack Mount version, no monitor, multi drive 2.25Tb, 252 
days. K5843

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x4 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC 4x1 

The LookC 4x1 is a smaller and lower cost version of the best-selling 
LookC 4x4. It has all of the major features of the 4x4 but with a 
maximum of 4 cameras. 

 
Case Dimensions 410x325x105mm  

 



LOOKC 4X1 DESCRIPTION PART 
CODE

 LookC 4x1 - no monitor, single 250Gb hard disc, 28 days K5720

 LookC 4x1 - 17" CRT monitor, single 250Gb hard disc, 28 days K5721

 LookC 4x1 - 15" Touchscreen TFT monitor, single 250Gb hard disc, 28 days K5724

 LookC 4x1 - 17" TFT monitor, single 250Gb hard disc, 28 days K5723

 LookC 4X1 - 17" Touchscreen TFT monitor, single 250Gb hard disc, 28 days K5725

 
LookC 4x1 EPOS software plugin, to acquire data from ECR's and EPOS 
systems and store in extened database with video data. 
(Does not include K5817 for serial Tills)

K5705

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings in the LookC 4x1 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC Accessories 
 

LOOKC ACCESSORIES DESCRIPTION PART 
CODE

Dlan Network Kit - comprises two mains adaptors which will transmit ethernet 
using the ring main cabling. Both sockets must be on the same mains phase. 
Sustained data rates of 300 Kbit/sec were seen in practice.

K5410

 

APC Line-R 600. 600W power conditioner for use in industrial areas or areas 
where there is likely to be fast transient power surges on the mains supply. Fit 
in any situation where there are high inductance, high inrush current or three 
phase loads nearby.

K4412

 Inactivity Monitor plugin license for specified LookC 4x4 or Pro ix K5824

Modem for PSTN dial-in. Allows a support engineer or customer to dial-in over 
a normal telephone line. K4503

Cat5 UTP Patch Cable, 3m. K4502



Cat5 UTP Patch Cable 'crossover' type colour coded red, 3m. K4501

Ethernet Switch, 8 port, 10/100 autoswitching. K5404

 Remote Keyboard & Mouse Pack K5426

 LookC 4x4 Fan Maintenance Kit, includes 2 fans and replacment security tag. 
Tag must be registered with LookC for warranty. K5891

Viditag Access Control 
Viditag Access Control keeps track of who used which access tag and when by linking video recordings with a database 
of access tag usage and displaying the images next to the library image of that tag holder on the LookC system. 

The system comprises of a software plugin for the LookC 4x4 or LookC Pro ix unit and up to sixteen Viditag door 
controllers. Tag holders can be added, suspended and their details edited using the local monitor touchscreen or via the 
web interface over the network. Equally the usage history of each tag holder can be seen using the local monitor or 
through the web.  

Viditag Access Control has a system of door groups or security levels so that new tag holders can be given access to all 
of the necessary doors with one click. Each door controller can have two readers for two separate doors or for both ways 
on one door. Each controller can operate indepedently if the network connection to the LookC unit is down and contains 
a ‘white list’ of 999 tags in non-volatile memory. So even if the network fails and the power browns out the door will still 
be accessible using the tags already programmed in.  

The Viditag Access Control system ‘auto discovers’ the door controllers when they are plugged into the same ethernet 
network, therefore installation and configuration is very straightforward. 

 

VIDITAG ACCESS CONTROL DESCRIPTION PART 
CODE

 
Viditag Access Control LookC 4x1 software plugin to interface with the Viditag 
Access Controllers. Up to 4 two door controllers can be networked with each 
LookC 4x1

K5706

 
Viditag Access Control LookC 4x4 & LookC Pro IX software plugin to interface 
with the Viditag Access Controllers. Up to 16 Controllers can be networked with 
each LookC.

K2100

Viditag Access Controller. 2 door, stores 999 tags per door, steel enclosure 
with 12VDC 1A PSU. Interfaces to Wiegand readers. It is not advisable to use 
the controller's PSU to drive electromagnetic locks. Ethernet connection to 
LookC.

K2120



 Viditag Access Control Demo Unit K2121

LookC Monitoring Software 
LookC Monitoring LITE is a new package for cost effective 
monitoring of LookC systems. Using our extensive knowledge of 
professional monitoring stations, we have created a monitoring 
solution which is smaller scale and less expensive to deploy than the 
enterprise scale secure server solutions. The new package is aimed 
primarily at large organisations who wish to perform their own 
internal monitoring function. 

 
The new package is written for Windows 2000 & XP and provides a 
polling monitoring system for LookC V3 systems. The solution can 
be deployed effectively over ADSL connections upwards and does 
not have an upper limit on the total number of systems monitored, 
however there is a practical limit since the monitoring application 
uses the polling method rather than the interrupt type for the full 
blown secure server setup. LookC Monitoring LITE will pick up 
system default alerts or any user event type which has been created. 
The system also monitors the telecoms and will report any comms 
failure. The polling messages are fully encrypted with industry 128bit 
SSL as part of the LookC’s PKI (Public Key Infrastructure) 
cryptography. 

 

LOOKC MONITORING SOFTWARE DESCRIPTION PART 
CODE

 

LookC Monitoring LITE - monitoring control room software for LookC systems, 
runs on Windows 2000 & XP. 12 month licence for monitoring 1 LookC system. 
One of these licences is required for each LookC to be monitored using the 
LML software.

K9301

LookC Annual Service Packs 
 

LOOKC ANNUAL SERVICE PACKS DESCRIPTION PART 
CODE

 
LookC Software Service Pack. This Service Pack provides telephone support, 
software updates and remote software maintenance over dial-up or broadband 
link. 12 months cover.

K1900

 
LookC ADSL 250 Service Pack. This Service Pack provides a 250Kb ADSL 
service. Pre configured router, telephone and remote support. For compatible 
BT telephone lines. 12 months.

K1905

 

LookC Software & Hardware Service Pack. This Service Pack provides 
telephone support, software updates, configuration backup, remote software 
maintenance and hardware advance replacement by courier within 3 working 
days, carriage paid by LookC. 12 months

K1901

 

LookC Software & Hardware OnSite Service Pack. This Service Pack provides 
telephone support, software updates, remote software maintenance and 
hardware advance replacement by on site engineer within 2 working days. 12 
months cover.

K1902

 

LookC Software & Hardware OnSite 24-7 Service Pack. This Service Pack 
provides telephone support, software updates, remote software maintenance 
and hardware advance replacement next working day by on site engineer. 12 
months cover.

K1904

LookC Software Service Pack. This Service Pack provides telephone support, 



 software updates and remote software maintenance over dial-up or broadband 
link. plus extended return to base warranty 12 months cover. K1906

 Call out charge for an engineer in England. (this cost is included in service 
packs K1902 K1904). K1910

 Hourly Rate for on-site engineer. (this cost is included in service packs K1902 
K1904). K1911

Each service pack is related to one LookC system on ly. 
 
Call your LookC Area Manager to arrange cover immed iately. 
 
Ireland 0044 797 900 1833 
N. England and Scotland 07950 367 590 
Southern England 07946 454 333 
 
or call the main LookC number 0191 229 5720. 

LookC Demonstration Systems 
 

LOOKC DEMONSTRATION SYSTEMS DESCRIPTION PART 
CODE

 Upgrade From LookC 4X4 Demo Kit to LookC Turbo Demo Kit. K5835

LookC 4x4 - Demo Unit with four cameras, 17" CRT monitor and integral 
literature stand, software defaults to 'demo' mode on switch on. This item is not 
for Re-sale.

K5810

LookC 4x4 - Demo Unit with four cameras, 17" TFT monitor and integral 
literature stand, software defaults to 'demo' mode on switch on. This item is not 
for Re-sale.

K5809

 
LookC 4x4 - Demo Unit with four cameras, Touchscreen 15" TFT monitor and 
integral literature stand, software defaults to 'demo' mode on switch on. This 
item is not for Re-sale.

K5827

 LookC 4x4 Portable Demo System. This item is not for Re-sale. K5828

LookC AV 
The LookC AV system records from 1 camera and 1 audio input at 
very high quality and frame rate. 
 
The system is designed to be deployed in clusters on a network 
giving secure web access to recordings to authorised users only. 
 
Typical applications of LookC AV are generally where there is a risk 
of physical or verbal abuse to staff or where there may be fast 
moving events and when there is a need to have more management 
information about customer and employee behaviour. Some 
examples are: Hospital A&E Desks, Casino Tables, Council Rent 
Offices, Point of Sale situations, fast food outlets. 

 

LOOKC AV DESCRIPTION PART 
CODE

 LookC AV single channel, full motion video and audio, desktop case, 250Gb K5751



storage with CDR. Typical recording duration of 20 days.

 LookC AV single channel, full motion video and audio, desktop case, 400Gb 
storage with CDR. Typical recording duration of 31 days. K5752

 LookC AV single channel, full motion video and audio, 1U 19in rack case, 
250Gb storage with CDR. Typical recording duration of 20 days. K5756

 LookC AV single channel, full motion video and audio, 1U 19in rack case, 
400Gb storage with CDR. Typical recording duration of 31 days. K5757

 Condenser omni-directional mic with pre-amp for use with LookC AV. K5754

 600mm deep Wall Mount Cabinet c/w Shelf K5775

LookC Pro ix 

The LookC Pro ix  is a professional CCTV server. It records from up 
to 16 channels simultaneously at a rate of 1 frame per second with 
up to 4 frames per second in burst mode. Each image is compressed 
and cryptographically signed before being stored in the archive on 
the internal hard drive. 
 
The images are automatically over-written with the latest recordings 
when the drive becomes full. The major advantage here is that no 
tapes have to be changed or drives removed. The system is self 
contained and requires no human intervention in the normal course 
of continuous recording. 
 
This unit can also be configured in Event Mode where it only records 
images when there is movement in a camera's field of view or when 
a hardware or user trigger has been activated.  
 
The LookC Pro ix has hardware trigger inputs for each video channel 
that are compatible with standard alarm sensors and sensor loops. 
Therefore a PIR or door contact can be used to automatically 'mark' 
video footage when triggered. These can also drive events with 
software configurable actions, such as operating an output relay, 
sending an email with attached images, uploading video footage to a 
secure monitoring station or simply storing this footage locally or off-
site. 

 

LOOKC PRO IX DESCRIPTION PART 
CODE

 LookC Pro ix - 4 channel, single drive 250Gb hard disc, 30 days L0430

 LookC Pro ix - 4 channel, single drive 500Gb hard disc, 60 days L0460

 LookC Pro ix - 4 channel, single drive 750Gb hard disc, 90 days L0490

 LookC Pro ix - 4 channel, multi drive 1Tb hard disc, 120 days L04120

 LookC Pro ix - 4 channel, multi drive 1.5Tb hard disc, 180 days L04180

 LookC Pro ix - 4 channel, multi drive 2.5Tb hard disc, 270 days L04270

 LookC Pro ix - 8 channel, single drive 250Gb hard disc, 15 days L0815

 LookC Pro ix - 8 channel, single drive 500Gb hard disc, 30 days L0830

 LookC Pro ix - 8 channel, single drive 750Gb hard disc, 45 days L0845

 LookC Pro ix - 8 channel, multi drive 1Tb hard disc, 60 days L0860

 LookC Pro ix - 8 channel, multi drive 1.5Tb hard disc, 90 days L0890

 LookC Pro ix - 8 channel, multi drive 2.25Tb hard disc, 135 days L08135

 LookC Pro ix - 12 channel, single drive 250Gb hard disc, 10 days L1210

 LookC Pro ix - 12 channel, single drive 500Gb hard disc, 20 days L1220

 LookC Pro ix - 12 channel, single drive 750Gb hard disc, 30 days L1230

 LookC Pro ix - 12 channel, multi drive 1Tb hard disc, 40 days L1240

 LookC Pro ix - 12 channel, multi drive 1.5Tb hard disc, 60 days L1260

 LookC Pro ix - 12 channel, multi drive 2.25Tb hard disc, 90 days L1290

 LookC Pro ix - 16 channel, single drive 250Gb hard disc, 7 days L1607

 LookC Pro ix - 16 channel, single drive 500Gb hard disc, 15 days L1615



 LookC Pro ix - 16 channel, single drive 750Gb hard disc, 22 days L1622

 LookC Pro ix - 16 channel, multi drive 1Tb hard disc, 29 days L1629

 LookC Pro ix - 16 channel, multi drive 1.5Tb hard disc, 44 days L1644

 LookC Pro ix - 16 channel, multi drive 2.25Tb hard disc, 65 days L1665

 LookC Pro ix site plan drawing service K9203

Four channel upgrade for 4, 8 and 12 channel LookC Pro ix units. K7004

 Version 2 to Version 3 Hardware Upgrade Kit. Includes motherboard, 
processor, RAM and new software. K7008

Archive Days 
 
The number of Archive days quoted for each system i s a guide to the number of days a recording will ex ist on the server before being overwritten by 
new images. This has been calculated for nominal co nditions and may vary widely depending on image con tent and user settings on the LookC pro ix 
system. Using Event mode as opposed to Continuous M ode will significantly elongate the recording time in almost all cases. 

LookC Pro ix Rack Mount 
 

LOOKC PRO IX RACK MOUNT DESCRIPTION PART 
CODE

 LookC Pro ix - 4 channel, 19in rack mount, multi drive 1000Gb hard disc, 120 
days LRM04120

 LookC Pro ix - 8 channel, 19in rack mount, multi drive 1000Gb hard disc, 60 
days LRM0860

 LookC Pro ix - 12 channel, 19in rack mount, multi drive 1000Gb hard disc, 40 
days LRM1240

 LookC Pro ix - 16 channel, 19in rack mount, multi drive 1000Gb hard disc, 30 
days LRM1630

LookC Training 
 

LOOKC TRAINING DESCRIPTION PART 
CODE

 LookC Certified Installer Course - 1 day K9101

 General CCTV 1 day course (based on a group of 10) K9102

 LookC Central Station Operator Course 1 day (based on a group of 10) K9103

 End User Half Day Training Course K9104

Routers 
 

ROUTERS DESCRIPTION PART 
CODE

 Wireless Access Point and Firewall K5409

ISDN Router K5501



 Router Reboot Lead, for use with LookC Pro ix models only. K4500

ADSL Router with inbuilt 4 way ethernet switch. (Includes one Splitter Filter 
K5504) K5503

ADSL splitter and filter. This plugs into a standard BT socket and provides a 
filtered BT socket and an RJ11 for the ADSL router. One of these is supplied 
with our ADSL routers as standard.

K5504

 Pre Configured Wireless ADSL Router with 4 Port Switch K5506

 Wireless to Ethernet Bridge K5412

RF Video Transmitters 
RF Video transmitters send video across open ground without any cabling. They require line of site between the sender 
and the receiver units. If there are structures in the transmission path the performance will be degraded or may not work 
at all if the construction is metal. 

 

RF VIDEO TRANSMITTERS DESCRIPTION PART 
CODE

 

IP65 External Video transmitter and receiver pair. Range 300m Max under 
perfect line of site conditions. Baseband 1.3Ghz. Pack includes 2 x antennae 
and 2 x PSU. You can have one 1.3Ghz receiver and transmitter working on 
the same site. 

K2200

 

IP65 External Video transmitter and receiver pair. Range 300m Max under 
perfect line of site conditions. Baseband 2.4Ghz. Pack includes 2 x antennae 
and 2 x PSU. You can have four sets of 2.4Ghz receiver and transmitter 
working on the same site.

K2201

 

IP65 External Video transmitter and receiver pair. Range 300m Max under 
perfect line of site conditions. Baseband 5.8Ghz. Pack includes 2 x antennae 
and 2 x PSU. You can have twelve sets of 5.8Ghz receiver and transmitter 
working on the same site.

K2202



 Wireless Telemetry Receiver K2203

 Wireless Telemetry Transmitter K2204

Camera Packs 
The LookC camera packs are the most popular cameras from the camera sections below packaged with powers upply, 
20m BNC to BNC lead and lens. This provides you with everything you need for an installation with LookC 4x4. 

 

CAMERA PACKS DESCRIPTION PART 
CODE

Camera Pack consisting of: Colour Dome Camera 480 TVL with 4.0mm lens 
K4164, power supply unit K4401, 20m BNC to BNC lead K4505. K4710

Camera Pack consisting of: Colour Dome Camera 480 TVL with 6.0mm lens 
K4165, power supply unit K4401, 20m BNC to BNC lead K4505. K4711

Camera Pack consisting of: Colour Dome Camera 480 TVL with 8.0mm lens 
K4162, power supply unit K4401, 20m BNC to BNC lead K4505. K4712

Camera Pack consisting of: Colour Dome Camera 480 TVL with 4 to 8mm 
varifocal lens K4161, power supply unit K4401, 20m BNC to BNC lead K4505. K4713

Camera Pack consisting of: Colour Day Night Camera 480 TVL with IR and 
4.3mm lens K4145, power supply unit K4401, 20m BNC to BNC lead K4505. K4720

Camera Pack consisting of: Colour Day Nigth Camera 480 TVL with IR and 
6.0mm lens K4146, power supply unit K4401, 20m BNC to BNC lead K4505. K4721



Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 3 to 8mm lens K4235, Bracket K4323, power supply unit 
K4401, 20m BNC to BNC lead K4505.

K4730

Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 3 to 8mm lens K4235, power supply unit K4409, 20m BNC 
to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4731

 
Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 5 to 55mm lens K4255, power supply unit K4409, 20m 
BNC to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4732

Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 5 to 55mm lens K4255, power supply unit K4401, 20m 
BNC to BNC lead K4505 and bracket K4323.

K4733

 
Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 6 to 18mm lens K4256, power supply unit K4409, 20m 
BNC to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4734

 
Camera Pack consisting of: Colour Day Night Full Body Camera 420 TVL 
K4168 with varifocal 6 to 18mm lens K4256, Bracket K4323, power supply unit 
K4401, 20m BNC to BNC lead K4505.

K4735

Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 5 to 55mm lens K4255, power supply unit K4409, 20m 
BNC to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4750

Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 5 to 55mm lens K4255, power supply unit K4401, 20m 
BNC to BNC lead K4505 and bracket K4323.

K4751

 
Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 3 to 8mm lens K4235, power supply unit K4409, 20m BNC 
to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4752

 
Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 3 to 8mm lens K4235, power supply unit K4401, 20m BNC 
to BNC lead K4505 and bracket K4323.

K4753



 
Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 6 to 18mm lens K4256, power supply unit K4409, 20m 
BNC to BNC lead K4505 and heated housing K4307 and bracket K4310.

K4754

 
Camera Pack consisting of: Colour Day Night Full Body Camera 480 TVL 
K4169 with varifocal 6 to 18mm lens K4256, power supply unit K4401, 20m 
BNC to BNC lead K4505 and bracket K4323.

K4755

Camera Pack consisting of: Colour Vandal Resistant, Day Night, Dome 
Camera 480 TVL with 4.3mm lens K4170, power supply unit K4401, 20m BNC 
to BNC lead K4505.

K4760

Camera Pack consisting of: Colour Vandal Resistant, Day Night, Dome 
Camera 480 TVL with 6mm lens K4171, power supply unit K4401, 20m BNC to 
BNC lead K4505.

K4761

Camera Pack consisting of: Colour Vandal Resistant, Day Night, Dome 
Camera 480 TVL with varifocal 4 to 8mm lens K4172, power supply unit K4401, 
20m BNC to BNC lead K4505.

K4762

Camera Pack consisting of: Colour Full Body 1/2", 580 TVL K4155 with 
varifocal 6.5 to 52mm lens K4246, power supply unit K4409, 20m BNC to BNC 
lead K4505, heated housing K4307 and bracket K4310.

K4770

Camera Pack consisting of: Colour Full Body 1/2", 580 TVL K4155 with 
varifocal 6.5 to 52mm lens K4246, power supply unit K4401, 20m BNC to BNC 
lead K4505 and bracket K4323.

K4771

Camera Pack Accessories 
 

CAMERA PACK ACCESSORIES DESCRIPTION PART 
CODE

 BNC to BNC barrel connector. Connects two BNC terminated cables (K4505) 
together. K4790

 20m video cable with BNC connectors on each end K4505

 30m video cable with BNC connectors on each end K4507

Full Body Colour Cameras 
 

FULL BODY COLOUR CAMERAS DESCRIPTION PART 



CODE

1/2" Low Light camera with Enhancer, 580 TVL. K4155

1/3" Day/Night camera, 420 TVL. K4168

1/3" Day/Night camera, 480 TVL. K4169

NOTES: 
 
All cameras in this section have C and CS lens moun ting options using adaptor rings and are compatible  with video and direct drive iris lenses. 

Direct Drive Lenses 
 

DIRECT DRIVE LENSES DESCRIPTION PART 
CODE

1/3" varifocal lens, 1.6 to 3.4mm, CS Mount. K4242



1/3" varifocal lens, 3.0 to 8.0mm, CS Mount. K4235

 1/3" varifocal lens, 6 to 18mm, CS Mount. K4256

1/3" varifocal lens, 5.0 to 55mm, CS Mount. K4255

1/3" varifocal lens, 5.0 to 100.0mm, CS Mount. K4254

1/2" varifocal lens, 4.0 to 10.0mm, CS Mount. K4244



1/2" varifocal lens, 6.5 to 52.0mm, C Mount. K4246

 1/2" varifocal lens, 9 to 90mm, CS Mount. K4257

Fixed Lens Colour Cameras 
 

FIXED LENS COLOUR CAMERAS DESCRIPTION PART 
CODE

Anti-vandal, 4.3mm lens, 380 TVL. Suitable for internal or external use. K4150

Anti-vandal, 6.0mm lens, 380 TVL. Suitable for internal or external use. K4151



Anti-vandal, 8.0mm lens, 380 TVL. Suitable for internal or external use. K4153

Day/night with Infra Red illumination, 4.3mm lens, 480 TVL. Suitable for internal 
or external use. K4145

Day/night with Infra Red illumination, 6.0mm lens, 480 TVL. Suitable for internal 
or external use. K4146

Dome Colour Cameras 
 

DOME COLOUR CAMERAS DESCRIPTION PART 
CODE

High resolution dome camera, 4 to 8mm varifocal lens, 480 TVL. Suitable for 
internal use. K4161



High resolution dome camera, 8.0mm C mount lens, 480 TVL. Suitable for 
internal use. K4162

High resolution dome camera, 6.0mm C mount lens, 480 TVL. Suitable for 
internal use. K4165

High resolution dome camera, 4.0mm C mount lens, 480 TVL. Suitable for 
internal use. K4164

1/3" SuperTuff anti-vandal, day/night fixed dome camera with infra red 
illumination, 4.3mm lens, 480 TVL. Suitable for internal or external use. K4170



1/3" SuperTuff anti-vandal, day/night fixed dome camera with infra red 
illumination, 6.0mm lens, 480 TVL. Suitable for internal or external use. K4171

1/3" SuperTuff anti-vandal fixed dome camera, 4.0 to 8.0mm varifocal lens, 480 
TVL. Suitable for internal or external use. K4172

Power Supply Units 
 

POWER SUPPLY UNITS DESCRIPTION PART 
CODE

12V, 500mA, inline camera PSU with 2.1mm DC jack. K4401

Video and Power camera lead adaptor. K4402



DC power lead with moulded 2.1mm jack on one end, length 1.5m. K4403

12V, 400mA PSU to fit inside K4305. K4404

12V, 400mA PSU to fit inside K4306. K4405

 12V, 400mA PSU to fit inside K4308 and K4309. K4406

 12V, 400mA PSU to fit inside K4316 and K4317. K4408

 12V, 400mA PSU to fit inside K4307 and K4337. K4409

 12V, 1A metal cased PSU K4410

Housings 
 

HOUSINGS DESCRIPTION PART 
CODE

External aluminium housing, top opening, IP66 rating, 240V heater, length 
300mm. K4305



External aluminium housing, IP66 rating, 240V heater, length 300mm. K4338

 External polycarbonate housing, IP66 rating, 240V heater, length 420mm. K4307

Internal vandal resistant ceiling mount housing. K4308

Internal vandal resistant corner mount housing. K4309

Housing Brackets 
 

HOUSING BRACKETS DESCRIPTION PART 
CODE

External with cable management for use with K4305 and K4307. K4310



External general pupose housing bracket. K4311

External column bracket for use with K4305 and K4306 K4312

Corner mount bracket for use with K4310 and K4311. K4313

Pole mount bracket for use with K4310 and K4311 K4314

 Reinforcing Support Plate and waterproof junction box. K4315

Ceiling mount bracket with cable management. K4320



Ceiling mount bracket for use with K4306. K4321

500mm extension bracket for use with K4320 and K4321. K4322

Internal Camera Brackets 
 

INTERNAL CAMERA BRACKETS DESCRIPTION PART 
CODE

Aluminium internal bracket with pan and tilt adjustment. K4323



Polycarbonate internal bracket with pan and tilt adjustment. K4324

Black polycarbonate internal bracket with ball joint, telescopic adjustable from 
125 to 190mm. K4332

Monitors 
 

MONITORS DESCRIPTION PART 
CODE

17" CRT VGA Black Monitor. Includes onsite warranty by manufacturer. K5902

 15" Touchscreen TFT Monitor K5907

 17" Touchscreen TFT Monitor K5908

17" TFT VGA Black Monitor. Includes onsite warranty by manufacturer. K5905



 19" Black TFT Monitor K5906

2 channel SVGA video splitter for attaching up to two monitors to LookC 
systems K5401

 4 channel SVGA splitter for attaching up to 4 monitors to a LookC system K5405

2 metre video cable for K5401 K5402

10 metre monitor extension for K5401 K5403



 25 metre monitor extension for K5401 K5408

 65M SVGA Extender Cable K5406

 
30m USB extender for use with touchscreen monitors. Comprises two units, 
one at each end which convert the USB signals for transmission over Category 
5 UTP cabling (not supplied).

K5420

 5M USB 2.0 Extender Lead K5421

 Tilt & Turn wall mount bracket for 15" TFT monitors K5834

 TFT Ceiling Mount K5435

Additional longer VGA extension cables can be made to order up to 65m in length. Please call sales wit h your requirements. 

Video Amplifiers 
 

VIDEO AMPLIFIERS DESCRIPTION PART 
CODE

 1 in 8 out K7115

 4 in 8 out K7104

 Single channel video Tx/Rx through Cat5 converter K5423

 Four channel video Tx/Rx through Cat5 converter K5424

PTZ 
 

PTZ DESCRIPTION PART 
CODE

 External Day/Night High Speed Dome Camera with Bracket and PSU K0001

 TX1000/8/DC 8 Way Telemetry Transmitter Matrix and Keyboard K0002

 RX100/360 Dome Interface Receiver with 4 Alarm Inputs and 1 Alarm Output K0003

 LookC Pro ix Plug In Software and comms lead for BBV TX1000 compatible 
PTZ controller. K7123

TERMS AND CONDITIONS


